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Hose Irrigation is 
an innovative 
new way to 
irrigate. The 
perfect mix of a 
roll-out irrigation 
system, and 
misting 
irrigation.
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AFRIQ WATER RAIN 
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Rain Hose Irrigation

Rain Hose Specifications

*W/T is the Wall Thickness; i.e. how thick the wall of the pipes are. **The pattern of holes at the specified spacing is called a set. 
***Approximate spray width at 1 BAR. ****Max Lateral Length per line determined at 1 BAR pressure and flat, even conditions. 
Please note: We recommend the use of a filter with this system, as particles will cause wear-and-tear on inner walls of pipe.

DIAMETER
W/T * HOLES

 P/SET **
BAR 

RANGE
SPRAY 

WIDTH ***
 FITTINGS 

TYPES

FLOW RATE
 (L/H PER 
METER)

MAX 
LATERAL 
LENGTH

****IN USE FOLDED

32mm 50mm
0.30 
mm 5 0.2 - 1

3 m 
either 
side

LDPE or 
Rain Hose 

Fittings 
(Ring)

200 - 300 50 m ***
40mm 63mm 300 - 400 70 m ***
50mm 80mm 400 - 500 80 m ***

Rain Hose Specifications

A mist-like rain to help your crop flourish!
Rain hose is a flexible hose with evenly spaced small holes punched into the pipe, mimicing soft rainfall.

Available from 1 May 2025 

Rain Hose Benefits

Ideal for overhead 
cooling of crops

Increased humidity on crops, 
creating a micro-climate

Mimics natural, soft
misting rainfall

Prevents soil erosion,
gentle misting rain

Super lightweight,
easy to move & store

Even water distribution
& uniform coverage

Ideal for most crop types, as temperature
control and short bouts of misting helps with

fruit formation & consistent growth

CODE DIA. M P/ROLL SPACING * PRICE

A32RH30030100 32mm 100 30 cm R    319.00

A40RH30030100 40mm 100 30 cm R    438.00

A50RH30030100 50mm 100 30 cm R    542.00

Rain Hose Roll Prices
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AFRIQ WATER RAIN 
HOSE IRRIGATION

Rain Hose Fittings
The same fittings as LDPE Pipe + Clamps
Normal LDPE fittings can be used, and tightended onto the pipe with clamps.

Rain Hose Custom Ring Fittings
A range of ring fittings are available for the above diameters rain hose pipe

Tightly screw a Off-Take Connector with Male Thread into a 
Female Combination Tee (LDPE fitting) on your mainline and 
run a line of rain hose from there. 

The Off-Take Connector with Valve is pushed directly into 
LPDE pipe. This Off-Take Connector with valve allows for the 
control of water flow to the line of Rain Hose pipe.

Off-Take Connectors

Used to repair a line of Rain Hose when there is a cut 
in the pipe or extra lengths are added to the line.

Used to end a line of Rain Hose pipe.

End Plugs

Couplings

CODE DESCRIPTION PRICE

ARHOTCM32/32R 32 x 32 mm Off-Take Con. BSP Male Thread w/ Ring R   14.25
ARHOTCM40/40R 40 x 40 mm Off-Take Con. BSP Male Thread w/ Ring R    20.48 
ARHOTCM50/50R 50 x 50 mm Off-Take Con. BSP Male Thread w/ Ring R    33.48 
ARHVOTC32/32R 32 x 32 mm Valve Off-Take Connector w/ Ring R  16.22
ARHVOTC40/40R 40 x 40 mm Valve Off-Take Connector w/ Ring R  28.17

Rain Hose Off-Take Connectors

CODE DESCRIPTION PRICE

ARHCONR32/32R 32 x 32 mm Coupling w/ Ring R   5.12
ARHCONR40/40R 40 x 40 mm Coupling w/ Ring R    10.24 
ARHCONR50/50R 50 x 50 mm Coupling w/ Ring R    12.80 

Rain Hose Couplings

CODE DESCRIPTION PRICE

ARHECR32PLUG 32 mm End Plug w/ Ring R   14.51
ARHECR40PLUG 40 mm End Plug w/ Ring R    20.48 
ARHECR50PLUG 50 mm End Plug w/ Ring R    35.85 

Rain Hose End Plugs
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